                                   UPS Customer Technology Program  

 Scan sheet for HandHeld/Honeywell 3800PDF, 3800g, 4600g,  3820 and 4820I  Scanners
This scan sheet provides additional programming for the 3800PDF, 3800g, 4600g, 3820 and 4820I bar code scanners that may be required for some screens. 

The following scanner parameters are addressed on this page:

  - Factory defaults - reset factory defaults

  - Suffix  - no suffix

  - Suffix - Carriage return suffix (Enter Key)

  - Function Key - F10 key

  - Suffix – tab key for 3820 and 4820I cordless

Factory Defaults:
This bar code resets the scanner to its original status (UPS Defaults). TAB is the default suffix for the 3800PDF, 3800g, and 4600g. For the 3820 and 4820I, no suffix is programmed at default. The required suffix must be scanned below.                                                               

Barcode Suffix Options:

Bar code suffix is a user defined character or keyboard function that is programmed into the scanner following the bar code data. (e.g., sending an automatic tab, enter, or F10 key  after the scan to move the cursor to a new field). The following bar codes will program the scanner for one of four suffix options. Please scan the bar code most appropriate for your environment.

                                                                             No Suffix                                                                                                                             
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Carriage Return (Enter key) Suffix                                                                         F10 Key Suffix                
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                                                                *Reset Factory Default                                                                         
                                                                  - 3800PDF,3800g, and 4600g  Tab suffix 
                                                                  - 3820 and 4820I   No suffix                                                                     
                                                              [image: image4.wmf]                                                                                                                       
 *Note   for 3820 and 4820I cordless scanners, after factory default barcode is scanned, the scanner must be placed  in 2020  base to link. Linking takes approximately 5-10 seconds. When ticking stops, scanner and base

are linked.   
                                                       
                                                     3820 and 4820I Cordless programming ONLY
                                   To program  3820 or 4820I Cordless with Tab Suffix, scan this barcode
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